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17    BUNCHER CAVITY ASSEMBLY, 36 MM BORE  
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ZONE REV DESCRIPTION CHANGED BY DATE APPROVED
A INITIAL RELEASE (SEE TITLE BLOCK)
B CORRECTED WASHER THICKNESS D. GALLANT 11/13/00 JIM POTTER
C ADD INFO FOR 36 MM BORE CAVITY D. GALLANT 06/09/01 JIM POTTER

C-7 D ADDED ITEM 20, C-SEAL INSERTS D. GALLANT 06/12/01 JIM POTTER

REVISIONS

QTY PART/DRAWING # DESCRIPTION MATERIAL ITEM #
1 JPAW-BC-002, ITEM 01 BUNCHER CAVITY ASSEMBLY, 30 MM BORE 01
1 JPAW-BC-003 BUNCHER CAVITY WELDMENT; 30 MM BORE, WIDE SIDE 02
1 JPAW-BC-004 BUNCHER CAVITY WELDMENT; 30 MM BORE, NARROW SIDE 03

12 JPAW-BC-005 SPACER 04
2 JPAW-BC-006 MOUNTING BRACKET 05
1 JPAW-BC-007 MODIFIED C-SEAL 06
1 PARKER # 2-468 O-RING, 19.455" ID X .275" WALL VITON A 07
8 SWAGELOCK -4-HC-1-2 HOSE BARB: 1/8 NPT - DIA. .250 BARB STAINLESS STEEL 08
4 PARKER PUSH-LOK 801-4-RED 1/4" ID X 1/2" OD COLOR CODED HOSE: RED SYNTHETIC RUBBER 09
4 PARKER PUSH-LOK 801-4-BLU 1/4" ID X 1/2" OD COLOR CODED HOSE: BLUE SYNTHETIC RUBBER 10
8 JERGENS # 23406 HOIST RING,  800 LB LOAD CAPACITY 11
8    (ITEM 12 WAS DELETED) 12
8 SHCS: 3/8-16 X 1" LONG STAINLESS STEEL 13

24 SHCS: 1/2-13 X 4" LONG, SILVER PLATED PASSIVATED STEEL 14
24 HIGH COLLAR HELICAL SPRING LOCK WASHER, STAINLESS STEEL 15

      .512" ID X .733" OD X .172" T
4 .250" DIA. DOWEL PIN STAINLESS STEEL 16
1 JPAW-BC-002, ITEM 17 BUNCHER CAVITY ASSEMBLY, 36 MM BORE 17
1 JPAW-BC-015 BUNCHER CAVITY WELDMENT; 36 MM BORE, WIDE SIDE 18
1 JPAW-BC-016 BUNCHER CAVITY WELDMENT; 36 MM BORE, NARROW SIDE 19
6 JPAW-BC-007 C-SEAL CENTERING INSERTS 20


